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a solid-state image sensor employing a micro LSI process. An image pickup device employing a solid-

state image sensor for picking up an image of a subject is generally subjected to a white balance
adjustment so as to display a white object or a natural color, as seen from a predetermined
reference, in a black or white display state. An iris also generally undergoes white balance

adjustment. As a reference for white balance, the average value of luminance values of four pixels
located at four corners of an image pickup area is employed, for example. In this case, a

photoelectric conversion unit of each pixel is made up of a photodiode and an associated charge
holding capacitor. For example, a CCD image sensor employs photodiodes of a general photodiode

structure. Meanwhile, a back-illuminated CMOS sensor is known as an image pickup device of such a
white balance adjustment structure. This CMOS image sensor is generally made up of an active pixel

portion employing transistors as pixels and a peripheral circuit portion for driving the active pixel
portion. The active pixel portion is made up of a photoelectric conversion unit and a holding
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https://www.glasspro.pl/2022/10/14/driver-samsung-np530u4e-s02th-2/
https://cambodiaonlinemarket.com/assassin-creed-3-1-2-2-trainer-link/

http://pepsistars.com/the-aparichit-part-1-hindi-dubbed-720p/
http://www.chelancove.com/be-one-page-nulled-132/

https://www.parsilandtv.com/wp-content/uploads/2022/10/zebebro.pdf
https://bodhirajabs.com/adobe-media-encoder-cc-2015-3-v10-3-multilingual-latest-portable/

https://gracepluscoffee.com/ejerciciosdelogixproenespanolresueltosen29/
http://ifurnit.ir/2022/10/14/letterhead-fonts-collection-over-200-unique-fonts-repack/

https://ig-link.com/deadly-delivery-full-crack-password-fixed/
https://kolamsofindia.com/wp-content/uploads/2022/10/ellenire.pdf

Powered by TCPDF (www.tcpdf.org)

                               3 / 3

https://www.glasspro.pl/2022/10/14/driver-samsung-np530u4e-s02th-2/
https://cambodiaonlinemarket.com/assassin-creed-3-1-2-2-trainer-link/
http://pepsistars.com/the-aparichit-part-1-hindi-dubbed-720p/
http://www.chelancove.com/be-one-page-nulled-132/
https://www.parsilandtv.com/wp-content/uploads/2022/10/zebebro.pdf
https://bodhirajabs.com/adobe-media-encoder-cc-2015-3-v10-3-multilingual-latest-portable/
https://gracepluscoffee.com/ejerciciosdelogixproenespanolresueltosen29/
http://ifurnit.ir/2022/10/14/letterhead-fonts-collection-over-200-unique-fonts-repack/
https://ig-link.com/deadly-delivery-full-crack-password-fixed/
https://kolamsofindia.com/wp-content/uploads/2022/10/ellenire.pdf
http://www.tcpdf.org

